
Sealed Flooring
In recent years the need to create flexible and modular solutions for environments 
in which deep cleaning and strict hygiene levels are requested, such as operating 
rooms, medical laboratories, clean rooms, restaurants, kitchens, supermarkets or 
other locations has grown. The use of a sealed modular access floor provides all of the 
benefits of a traditional modular access floor but also exploits the completely sealed 
underfloor plenum which is free from contamination. 

The Solution

Uniflair’s solution for this type of application features a modular and sealed access 
floor which allows quick and effective cleaning of the floor surface. Thanks to a special 
removable seal along the perimeter edge of the panel,  the panel surface is completely 
flat and prevents any type of material (both solid and liquid) entering the underfloor 
plenum as well as avoiding the occurrence of mould, parasites and bad odors.

During the production phase each panel is provided with specific interspacing along the 
edge (the size may vary depending on the type of finishing) so that once it has been 
installed the seal can be applied.

Whenever it is necessary to access the plenum underneath the floor to carry out 
maintenance or replace any system components, the required panels can be simply 
removed by using a cutter to remove the perimeter seal. Once the intervention has 
been carried out and the panels have been cleaned to remove any remaining traces of 
the sealant, they can be replaced in their original positions and the seal can then be 
reapplied in the same way as before. 

Benefits

The Uniflair sealant system creates a floor which combines the unquestionable 
advantages of a modular access floor with those of a traditional floor. Like a modular 
access floor, it can house any type of system underneath the floor therefore facilitating 
maintenance (or replacement) without having to carry out any invasive procedures; yet,  
in the same way as a traditional floor, it not only allows the same system components 
to be protected by creating a protective barrier between the underfloor plenum and the 
environment above it, but also allows for better cleaning of the floor surface since any 
risk of water permeating the floor while it is being washed. 

Applications

This solution is particularly suitable for controlled contamination environments in the 
sanitary and food sectors such as: dental surgeries, operating rooms and clean rooms 
in general, restaurants, food warehouses, etc.

Panel section

Laminated, Vinyl, Linoleum, Rubber, and Parquet

Gres, Natural and reconstituted stone

Technical data

Physical/chemical features of the seal

Composition Odourless and chemically neutral silicon elastomer

Weather, UV rays, solvents, 
acids, common detergents, 
mould and fungi resistance

Good and unchanging over time

Application temperature from +5°C to + 40°C

Product hardening time 18 Shore A

Available colourways

Green RAL 6005, white RAL 9016, black RAL 
9005, alluminium RAL 9006, ivory RAL 1013, grey 
RAL 7004, brown RAL 8007, copper RAL 8004, 
dark brown RAL 8014, transparent

Fire resistance (DIN 4102) B2
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